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Configuration DTM Collection Conventional Interface
Introduction

1 Introduction
This quick start guide describes the configuration steps that are necessary to configure the 
device with the computer.
The following configuration steps are described:

■ Starting and saving a project
■ Configuring the Communication DTM
■ Configuring the Device DTM

1.1 Used Symbols
This document contains information that you must read to avoid property damage.

Safety-relevant Symbols

Informative Symbols

Action
This symbol indicates a paragraph with instructions.

Caution!
This symbol indicates a warning about a possible fault.
In case of ignoring the devices and any connected facilities or systems may be interrupted or 
fail completely.

Note!
This symbol brings important information to your attention.
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2 Configuration
2.1 Starting and Saving a Project

Starting a Project

1. Start PACTwareTM by double-clicking the icon .
> The PACTwareTM main window is displayed.

2. Start a new project via Create new project.

Saving a Project
1. Save the project using the menu File > Save as.
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2. Enter a project name and confirm the entry with Save.

> The project name is displayed.

Note!
For more information on operating PACTwareTM, See the online help.
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2.2 Configuring the Communication DTM
The device is connected to the PC via the 9-pin serial interface or the USB interface.

Starting a Project

1. Start PACTwareTM by double-clicking the icon .
> The PACTwareTM main window is displayed.

2. Start a new project via Create new project.

or

Opening a Project

1. Start PACTwareTM by double-clicking the icon .
> The PACTwareTM main window is displayed.

2. Open an existing project with Open project.

Note!
The communication DTM P2P RS232 FDT is required for both connection versions via the 
9-pin serial interface and the USB interface. You cannot configure the device DTMs until you 
have configured the communication DTM.
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Adding a Communication DTM to the Project
1. In the project window, select HOST PC and then use the right mouse button to open the 

context menu.
2. Select Add device.

> The list of communication DTMs is displayed.

3. Select the communication DTM P2P RS232 FDT and confirm your selection with OK. The 
communication DTM P2P RS232 FDT is required for both connection versions — via the 
9-pin serial interface and the USB interface.
> The communication DTM is included in the project tree.
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Configuring the Communication DTM
1. Where necessary, disconnect the PC from the communication DTM. See the 

"Disconnecting the Communication DTM and PC" section in this chapter.
2. In the project window, select P2P RS232 FDT and then use the right mouse button to 

open the context menu.
3. Choose Parameter.

> The Parameter window is displayed.

4. From the Communication Port drop-down list, select the desired parameter. You can 
select communication port USB 1 (K-ADP-USB) only if the K-ADP-USB adapter was 
connected before you started to configure the communication DTM.
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5. From the Communication Retries drop-down list, select the desired parameter.

> The communication DTM is configured.

Establishing the Connection between the Communication DTM and PC
1. In the project window, select P2P RS232 FDT and then use the right mouse button to open 

the context menu.
2. Choose Connect.

> The connection is established. The connection status is displayed: 

Disconnecting the Communication DTM from the PC
1. In the project window, select P2P RS232 FDT and then use the right mouse button to open 

the context menu.
2. Choose Disconnect.

> The connection is disconnected. The status is displayed: 
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Saving a Project
Save the project with Save project.

Note!
For more information on operating PACTwareTM, See the online help.
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2.3 Configuring the Device DTM
Various device DTMs are available for the devices. Select the appropriate device DTM for your 
device from the device list. You can configure the device only if you have selected the correct 
device DTM.

Device Device DTM
ED2-UT-Ex2
ED2-UT-Ex2-2

ED2-UT-* FDT

HiD2081 HiD2081 FDT
HiD2082 HiD2082 FDT
HiD2891 HiD2891 FDT
KFD2-CRG-1.D
KFD2-CRG-Ex1.D
KFU8-CRG-1.D
KFU8-CRG-Ex1
KFU8-CRG-Ex1.D

KF*-CRG-* FDT

KFD2-CRG2-1.D
KFD2-CRG2-Ex1.D
KFU8-CRG2-1.D
KFU8-CRG2-Ex1.D

KF*-CRG2-* FDT

KFD2-GU-1
KFD2-GU-Ex1

KFD2-GU-* FDT

KFD2-GUT-1.D
KFD2-GUT-Ex1.D
KFU8-GUT-1.D
KFU8-GUT-Ex1.D

KF*-GUT-* FDT

KFD2-UFC-1
KFD2-UFC-1.D
KFD2-UFC-Ex1
KFD2-UFC-Ex1.D
KFU8-UFC-1
KFU8-UFC-1.D
KFU8-UFC-Ex1
KFU8-UFC-Ex1.D

KF*-UFC-* FDT

KFD2-UFT-2.D
KFD2-UFT-Ex2
KFD2-UFT-Ex2.D
KFU8-UFT-2.D
KFU8-UFT-Ex2
KFU8-UFT-Ex2.D

KF*-UFT-* FDT

KFD2-UT-1
KFD2-UT-1-1
KFD2-UT-Ex1
KFD2-UT-Ex1-1

KFD2-UT-* FDT

KFD2-UT2-1
KFD2-UT2-1-1
KFD2-UT2-2
KFD2-UT2-2-1
KFD2-UT2-Ex1
KFD2-UT2-Ex1-1
KFD2-UT2-Ex2
KFD2-UT2-Ex2-1

KF*-UT2-* FDT

KFD2-WAC2-1.D
KFD2-WAC2-Ex1.D

KF*-WAC2-* FDT

Table 2.1
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The configuration of the device is shown using the configuration of the KFD2-UT2-Ex2 
temperature converter as an example.

Starting a Project

1. Start PACTwareTM by double-clicking the icon .
> The PACTwareTM main window is displayed.

2. Start a new project via Create new project.

or

Opening a Project

1. Start PACTwareTM by double-clicking the icon .
> The PACTwareTM main window is displayed.

2. Open an existing project with Open project.
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Adding a Device to the Project
1. Add a communication DTM to your project. See chapter 2.2.
2. In the project window, select P2P RSD232 FDT and then use the right mouse button to 

open the context menu.
3. Select Add device.
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> The list of device DTMs is displayed.

4. Select the required device DTM and confirm your selection with OK. 
Example: KF*-UT2-*FDT.
> The device DTM is included in the project tree.

Establishing the Connection between the Device and PC
1. In the project window, select KF*-UT2-*FDT and then use the right mouse button to open 

the context menu.
2. Choose Connect.

> The connection is established. The connection status is displayed: 
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Configuring the Device
1. In the project window, select KF*-UT2-*FDT and then use the right mouse button to open 

the context menu.
2. Choose Parameter.

> The Parameter window is displayed.
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Changing the Language for Parameter Window
1. Change the language using the menu Language in the Parameter window.
2. Select the required parameter language in the drop-down list.

> The Language for Parameter window is changed.

Loading Device Data from the Device
1. In the project window, select KF*-UT2-*FDT and then use the right mouse button to open 

the context menu.
2. To transfer device data from the device to the PC, choose Load from device.
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> The device data is displayed.

Editing Device Data
1. In the project tree, choose the entry that you want to edit. Example: Input 1.

> The device data for Input 1 is displayed.
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2. Edit the device data. For more information about editing the device data, See the 
KFD2-UT2-(Ex)*(-1) Temperature Converter Manual.

3. Select the required parameter from the drop-down list.
4. Confirm your selection with Return.

Storing Device Data on the Device
1. In the project window, select KF*-UT2-*FDT and then use the right mouse button to open 

the context menu.
2. To transfer device data from the PC to the device, choose Store to device.

> The device is now configured.
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Disconnecting Devices from PCs
1. In the project window, select KF*-UT2-*FDT and then use the right mouse button to open 

the context menu.
2. Choose Disconnect.

> The connection is disconnected. The status is displayed: 
3. Disconnect the device from the PC by removing the adapter cable from the device or PC.

Saving a Project
Save the project with Save project.

Note!
For more information on operating PACTwareTM, See the online help.
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